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Infokiosk ML 
980E outdoor

FEATURES
• Ultra-high brightness screen with an auto brightness sensor 

for visibility in ambient light conditions.

• Digitally adjustable climate module that regulates internal 
ventilation and heating depending on humidity and 
temperature.

• Robust steel or aluminium housing

• Special kiosk software Sitekiosk and virtual keyboard.

Reliable, robust, always ready serve information



OPTIONAL FEATURES

• Different screen sizes 46” / 55” / 75”. All screen options are high 
brightness screens (up to 4000 cd/m2). Single and dual-side options.

• Touchscreen. Behind glass, zero-bezel full glass front panel.

• Branding. Lot of options to meet your brand stile design – custom 
colours, custom labelling with optional details.

• Design customization. We are able to deliver custom designs to 
integrate additional devices or meet your corporate brand require-
ments.

• Connectivity. Optional wireless network connectivity options (WiFi, 
4G) with vandal proof external antenna to provide kiosk connectivity 
in all possible locations.

• Additional Quad-Core industrial PC module. Powerful PC offers 
smooth and fast user experience for detail rich graphics.

• Special kiosk software. Sitekiosk software restricts public access 
usage to keep users on preferred site and benefit from advertising 
when kiosk is not active use.

• Kiosk Monitoring and remote management. Siteremote for remote 
maintenance, usage statistics and kiosk health monitoring.

• Security. Lockable kiosk chassis must be fix to ground.

• Optional devices. This model can be equipped with additional devic-
es. Please contact to specify additional devices requirements.

ML Novator OÜ, Artelli 10c, 10621 Tallinn, Estonia 

phone: +372 6 504 920, e-mail: info@mlnovator.com

ABOUT US 

We are in kiosk production from 1999. 
Our production and product development 
process is certified to meet ISO 9001:2015 
requirements. We are proud to design 
our kiosks in-house keeping in mind both 
aesthetic and functionality.


